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Manvish web-enabled enterprise-wide
identity and access management



MifAUN

inger Touch Secure Access

| Finger print is a distinct identification
* for EVERY person.

It Is universal, and since decades finger
print is used for authentication during
verification.



MifAUN

inger Touch Secure Access

. miFaun, Is an embedded Biometric
i application for authentication.

Biometrics links events to individuals.
This Is convenient, accurate,and Is
soclally accepted.
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inger Touch Secure Access

miFaun Is a secure access system and
. 78 . comes with a feature rich web enabled
software.

It supports User ID with password, RF
ID and their combination with Finger pr
during verification for access control.
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" miFaun

Finger Touch Secure Access

Manvish web-enabled Enterprise-wide
ldentity and access management
solution

Solution comprises of :

1. Web-enabled server software
2. Manvish MiFaun Biometric multi-role hardware
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Finger Touch Secure Access

1.Web-enabled Server software
Some of the major features/functionalities are

« Based on Oracle database (can migrate to any other

o System will be synchronized with MiFAUN.

 Inthe event of disruption of communication between
MIiFAUN device and server, data will be stored in the
MiFAUN device

« When communication is established upon which all
accumulated data will be transmitted to the centrakerver.

e Maintains data including person information, Fingerprints
and Photographs.

« Manages data upload and download with MiFAUN device

 Configuration of data based on the device and area.

« Download automatically to MiFAUN devices for
authentication
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Major features/functionalities (cont’d,)

 Role based access to operators.

« Day to day attendance upload and management
of data from all MiIFAUN devices

 Synchronization of data between Server and
MiFaun Devices

 Remote monitoring of MiFaun devices for their
day to day functionality

 Remote configuration for controlling the devices
(Like activate, deactivate, change time and cloclset
operation time, disable operator, enable operator
etc.,)




. MiFaun Multi-role Biometric Hardware

 High performance device

 Heavy duty operations

e Each device addresses
>50,000 employee ids

e Color /Touch-screen LCD

e Supports employee photo

e Secure Multi-Door access

 RFID interface

e Smart Card interface

e TCP/IP;WIFI Interface

 Bar-code interface

 Printer interface

e GSM/GPRS interface
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2. MiFaun Multi-role Biometric Hardware

(cont d)
32 Bit Processor
e Linux Operating system
 Optional embedded database
e Custom Programmable
* |P configurable hence
|dentifiable and addressable
Over the web
e Tightly integrated
e Directly communicates with
central server database
 Remote monitoring,installation.
« [Easy serviceability
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Examples of access:

Mode 1: Key in the user ID, place your finger for verification.
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Mode 2: Use your RFID, then place your finger for verification.
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Mode 3: Only RF ID or user ID can be used.
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When RF ID is used with Finger Print.

1.

a b~ D

The employee official ID can be used on RFID.
An ID number can be 9 digits long.

The authorization is fast, useful in peak-hrs.
miFaun,can be used for reading and writing RFID.

RF ID can be with photo, similar to photo ID card.
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Multiple units on LAN with access to Internet
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Multiple units on WAN, remote access to server via Internet.
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Secure Access control.

e miFaun will interface to automated or motored
door for access.

e Only authenticated users will use the door.

e Authentication is based on User-ID / RF-ID
with/without Fingerprint.

 miFaun Server can configure multi-terminal
units on LAN.
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*Single Door Application:
Common door used for Entry and Exit
—In this cas@ne configured for IN outside the door.

- miFaun units installed on the entry:
 RFID reader unit configured for exit connecteceidry
MiFaun unit.
—Access rights must be set for every user.
» Access can be controlled during holidays, outsiffiee
timings, and for any restricted time interval.
 In addition access rights can be assigned to exsitpr.
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e Two Door system:
—Separate doors are used for IN and OUT

—In this case 2 miFaun units are required:
*One for IN door configured IN ONLY.
*One for OUT door Configured for OUT ONLY.

—Only authorized users can access these doors.
—Access rights are suitably set for holidays, out side
office hrs and limited time access for visitors.
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*Multiple Doors Application:

—Office may have more doors to access departments.

— Each door will need functions like ONLY IN or OUT
and also doors may need both IN and OUT function

—Access can be controlled to individuals to access
through a specific door, or a group of doors for both
IN and OUT function.

—Access can ALSO be for any day of week, and time.
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Time attendance monitoring:

. miFaun can be with or without automated access control.
. System will record time and date of entry, exit of
each authorized user from different departments.

. Employees & visitors can be set for secure access.
. miFaun could be used as part of security system by restricting
access to specific department or area.

Reports are generated in HTML, CSV (EXCEL) and TEXT
format



Alternate MiFaun Models
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